Gimbal test 
[bookmark: _GoBack]Hardware setup
Connect the gimbal controller to the gimbal, plug Ethernet cable between eth2 Port of actghost and gimbal controller.    
Login 
Login as ucam onto atcghost with passwd U1tra#Cam
Start  test command script
Open an X terminal, type 
gimbaltest 

Four X-terminal windows will appear.

1. "GIMBAL-MIAN_APP"
2. "MON_STATUS"
3. "MON_POSITION"
4. "GIMBAL_TEST" 

Under GIMBAL_TEST window, type your command. The usage is:

HOME      := move two axes to HOME reference position of 0\n\
EXIT       := exit the gimbal.py application and all threads \n\
STOP       := exit the gimbalcmd py application \n\
CONFIG     := read in default configure and populate gimbal structure \n\
SET        := read in set file for a serial move instruction and move \n\
TRACKON    := start the trackTask thread, track two axes to the position published\n\
TRACKOFF   := stop tracking inside the trackTask  \n\
MOVE AZ AL := move two axes to AZ position and AL position in degree\n\
POS  AZ AL := publish AZ position and AL position in degree for tracking\n\
AZREPT  POS1 POS2 REPEAT-NO := repeatedly move AZ axis from POS1 -> POS2 -> POS1 in degree for  PEPEAT-NO\n\
ALREPT  POS1 POS2 REPEAT-NO := repeatedly move AL axis from POS1 -> POS2 -> POS1 in degree for  PEPEAT-NO\n "
		

